
HANDISWAGETM CABLE SLEEVE
316L STAINLESS STEEL

HANDISWAGE HAND SWAGER

HANDISWAGETM COVER NUT SETS ITEM SIZE WIDTH DEPTH THREAD QTY. WT
 (thread)     (lb)
BLACK - 10 PACK
C0309-BK02-10 1/4” 0.69” 0.42” Right Hand/UNF 10 0.10
DARK BROWN - 10 PACK
C0309-BR02-10 1/4” 0.69” 0.42” Right Hand/UNF 10 0.10
LIGHT BROWN - 10 PACK
C0309-LB02-10 1/4” 0.69” 0.42” Right Hand/UNF 10 0.10
METALLIC SILVER - 10 PACK
C0309-MT02-10 1/4” 0.69” 0.42” Right Hand/UNF 10 0.10     
WHITE - 10 PACK
C0309-WH02-10 1/4” 0.69” 0.42” Right Hand/UNF 10 0.10  
NOTE: Designed for use with HandiSwage™ Studs     
and RailEasy™ Stud  Assembly.

FOR USE WITH HANDISWAGETM SERIES ONLY

ITEM SIZE SWAGES WT
 (length)  (lb)
E0113-H600 24” 1/8”, 5/32” and 3/16” 6.35     

NOTE:
Make hand swaging quick and easy using our Hand Swager. Crimps 
HandiSwageTM fittings onto cable. After Swage Gauge included.

 E0113-HG00 - AFTER SWAGE GAUGE
 Use this gauge to confirm that 
 the “after swage” dimension of each 
 HandiSwageTM fitting is correct.
 The After Swage Gauge is designed to 
 measure 1/8”, 5/32” and 3/16” fittings.

ITEM SIZE WIDTH DEPTH THREAD QTY. WT
 (thread)     (lb)
DELUXE COVER NUT SET - 2 PACK
C0307-UF07-2 1/4” 0.75” 0.40” Right Hand/UNF 2 0.04

ACORN NUT SET - 2 PACK
C0308-UF07-2 1/4” 0.44” 0.47” Right Hand/UNF 2 0.04           

NOTE: 
Designed for use with HandiSwageTM Studs and RailEasyTM Stud Assembly. 
Stainless Nut Sets are perfect for cable railing systems where “through- 
post” hardware is desired for minimal obstruction.     
Affix to end of stud for a finished look.
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ITEM    A B C QTY.  WT
      (lb)10 PACK
C0915-0338 0.22” 0.15” 1.50” 10  0.08
C0915-0338-F 0.22” 0.15” 1.50” 10  0.08
NOTE: The HandiSwageTM Cable Sleeve is designed to protect your wood 
posts from chafing and incidental damage from cable rubbing around the 
 outside of your mid post cable holes. It can also be used to accommodate 
angles up to 90 degrees and stairways coming off a straight run.
 
 E0114-0000 - CABLE GRIP PAD (3 PACK)
 Use a Cable Grip Pad with vice grips when tensioning the cable.   
 Place a pad on the cable and apply the vice action to the pliers              
  to keep cable from rotating      
 while you tension the stud.
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STAIR SPACER ITEM    A DEGREE B C D QTY WT
 (size)      (lb)
2 PACK
C0841-0030-2 1/4” 30° 0.75” 0.07” 0.50” 2 0.07
C0841-0034-2 1/4” 34° 0.75” 0.004” 0.50” 2 0.07
C0841-0038-2 1/4” 38° 0.75” N/A 0.59” 2 0.07

NOTE:
Use in conjunction with the RailEasy™ Stud Assembly or 
HandiSwage™ Studs to achieve angled cable runs on  
stairs. Install one of our cover nut options (sold separately) 
on the end of the threaded stud for a finished look.
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