
CABLE GRIP PAD - 3 PACK ITEM A B C QTY. WT
(lb)

E0114-0000 0.75" 2.00" 0.13" 3 0.03

NOTE:
Use a Cable Grip Pad with vice grips when tensioning the cable.
Simply place a pad on the cable and apply the vice action to the pliers
to keep the assembly from rotating while tensioning the HandiSwageTM

Stud. It also prevents damage to the cable caused by the vice grips
or pliers during the tensioning process.
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SCREWDRIVER BITS - PHILLIPS ITEM SIZE LENGTH QTY WT
(lb)

410 STAINLESS STEEL
E0101-PH02-C-2 #2 1" (25mm) 2 0.04
E0101-PHL2-C-2 #2 2" (50mm) 2 0.06

E0101-PH03-C-2 #3 1" (25mm) 2 0.04
E0101-PHL3-C-2 #3 2" (50mm) 2 0.07

NOTE:
These Phillips head driver bits are available in #2 and #3 sizes and 1" and
2" lengths. They are offered in a quantity of 2, however, bulk orders are
available upon request. Using stainless driver bits prevents contamination
of stainless screw heads. Using typical steel bits can cause stainless
fasteners to stain if stripping occurs during installation.

FASTENER LUBRICANT ITEM SIZE WT
(lb)

E0102-0000 2.5 oz 0.19

NOTE:
This Fastener Lubricant contains beeswax. Apply a small amount of
lubricant to any threaded surface to ease threading. It is very effective
on wood screws to eliminate the stripping of screw heads and to
speed up the installation process.

HANDISWAGETM SHORT STUD ITEM A B C D E WT
(cable) (thread) (lb)

S0731-HM0703 1/8" 1.51" 2.56" 0.44" 0.25" 0.02

NOTE:
DESIGNED FOR HAND SWAGE USE ONLY. The HandiSwageTM Short Stud
is ideal for cable railing applications where minimal obstruction is desired.
Threads are “UNF”. Crimp HandiSwageTM Studs onto cable using the Hand
Swager (E0113-H600).

UNF - 316L STAINLESS STEEL
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ITEM A B C WT
(lb)

C0988-1000 3.00" 3.50" 24.00" 0.19

NOTE:
Drilling template allows for easy installation of RailEasyTM cable
railing systems. Cable runs are spaced 3" on-center for either
a 36" or 42" height railing system. Hole pattern designed specifically
for mounting tensioners on end/ corner posts and for drilling
“through-holes” in mid posts.
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HANDISWAGETM DRILLING TEMPLATE
ALUMINUM
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